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Introduction 

The Outdoor is a compact, 
weather-resistant speaker 
system featuring an acoustic- 
suspension woofer crossing 
over at 2 kHz to a high-performance 
dome tweeter. It provides the listen- 
ing satisfaction of a Cambridge 
SoundWorks' speaker system out on 
the patio, by the pool, or even on a 
boat. The Outdoor is available either 
in a free-standing cabinet or as an 
in- wall system. The Outdoor In-wall 
features a fully sealed enclosure for 
proper acoustic loading of the 
speaker drivers. 

All materials used in the con- 
struction of both models resist the 
effects of moisture. The Outdoor can 
be left permanently mounted out- 
side. However, overall system life will 
be extended if you mount the speak- 
ers under roof eaves or some other 
location where they will be protected 
from constant exposure to sunlight 
and precipitation. 



NOTE: Both versions of The Out- 
door connect and operate in the 
same way. If you have purchased 
the cabinet version, simply ignore 
the section on in-wall mounting. 



Cambridge SoundWorks 
1-877-YES-HIFI 
(1-877-937-4434) 

24 hours a day, 
every day 
In Canada: 1-800-987-9104 
Outside US or Canada: 
Tel: 617-332-5936 
Fax: 617-527-3194 
www.cambridgesoundworks.com 
E-mail: 

info@cambridgesoundworks.com 
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Unpacking The System 



As you unpack The Outdoor sys- 
tem, please examine each speaker 
enclosure carefully for signs of 
shipping damage. If there is any 
damage, do not discard the ship- 
ping carton or its inserts, and do 
not install or use the system. 
Consult the store where you pur- 
chased the system. If you pur- 
chased the speakers directly from 
our phone-in catalog service, call 
Cambridge SoundWorks at 
1-877-YES-HIFI for assistance. 



All the items listed below should 
be included; notify the store or 
Cambridge SoundWorks if anything 
is missing. 

Free-standing cabinet version: 

• 2 Outdoor speakers 

• 8 small rubber feet 

• 2 plastic anchors 

• 2 #10 self-tapping screws 
In-wall mounting version: 

• 2 Outdoor In-Wall speakers 

• 1 mounting template 



(2) Outdoor Speakers 



The Outdoor 




We suggest that you keep the 
shipping carton and packing materi- 
als in case you later move, or have 
to ship your speakers. 



(2) Outdoor la-Wat Speakers 



The Outdoor 
In-Wall 




Wiring And Connections 



For runs of up to 50 feet, 18 gauge 
speaker wire will suffice. For longer 
runs, use 16 gauge or heavier wire. 

It is important that you connect 
the speakers identically, as shown in 
the illustration. Each speaker's black 
terminal (or "-") should connect to 
the appropriate black terminal on the 
receiver or amplifier and each 
speaker's red terminal (or " + ") 
should connect to the appropriate red 
terminal. This ensures the speaker 



cones will move in and out together 
(or "in-phase"). If they don't, the 
stereo effect will be muddied and 
bass response weakened. 

To help you make the connections 
properly, speaker wire is coded 
along one conductor with a bead, 
with ribbing on the insulation mate- 
rial, or with a thread. Many speaker 
cables feature different colored wires 
(silver and copper) or a colored stripe 
along one conductor. 



To connect wire to a speaker: 

1. Separate the two conductors 
about 2" back from the end. 

2. Strip about 1 h" of insulation from 
each conductor (be careful not to 
cut through the individual 

wire strands). 

3. Twist the strands on each wire 
tightly together. Stray strands 
could short across the speaker or 
amplifier terminals. 



4. Turn the red and black connection 
knobs on the speakers counter- 
clockwise to expose the holes 
through the threaded shafts. 
Insert each bared wire into the 
appropriate hole. 

5. Tighten the connectors back down 
(clockwise). 

Note: the gold-plated five-way 
connectors will also accept banana 
plugs, spade connectors or pin 
connectors. 



Left Speaker 



Right Speaker 
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Mounting 



The Outdoor speaker in free-standing 
cabinet features a molded socket on 
the rear of the cabinet for attaching a 
mounting bracket (Vogel swivel 
bracket #A1SAT5WH is recom- 
mended, available from Cambridge 
SoundWorks). Also, a keyhole slot 
makes it possible to simply hang the 
speaker on a screw or nail 
(see diagram on right). 

The Outdoor In-Wall 
Installation 

DISCLAIMER: Installing a speaker 
in a wall requires knowledge of the 
wall's construction and any 
components, wiring or other 
obstacles that may be enclosed 
within the wall. Proper installation 
of The Outdoor In-Wall loudspeaker 
is soley the responsibility of the 
speaker owner and/or installer. 
Cambridge SoundWorks cannot be 
held responsible for any matters 
relating to the actual installation of 
the loudspeaker. 



The Outdoor In-Wall speaker is 
designed for easy installation in walls 
constructed of drywall, paneling, etc. of 
up to l'A" thickness. 

1. When choosing installation sites, be 
sure to take into account such factors 
as wall studs, and plumbing or 
wiring within the wall. 

2. Use the enclosed mounting template 
as a guide to scribe the outside 
dimensions of the cut-out you need 
to make on the wall. It's a good idea 
to use a level or other method to 
"square" the cut-out to the room. 
While the level of the speaker itself 
may be adjusted slightly within the 
hole after it has been cut, it is best to 
start with a properly leveled cut-out. 

3. Depending on the wall's construc- 
tion, use a utility knife and/or key- 
hole saw to cut out the mounting 
hole. If you are cutting into material 
that has a skim coat of plaster, it's a 
good idea to drill a hole at each 
corner of the cut-out first to 
prevent cracking. 

4. Connect the speaker wire to the 
speaker as described in the preceding 
section, then push the unit into the 
cut-out. Use a level or other means to 
square it properly, and step back to 
verify that it also looks level. 
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. Tighten the four black Phillips 
head screws clockwise, which 
causes the speaker's unique 
mounting swing-arms to extend 
and grip the wall material from 
the inside. Do not overtighten the 
mounting screws; excessive force 
can crack some materials, such as 
drywall. 

. Install the speaker grille. 




Listening Levels And Amplifier Power 



The amount of amplifier or receiver 
power needed to drive The Outdoor 
satisfactorily varies significantly 
with such factors as the type of 
music you like to listen to, and most 
importantly, how loud you like to 
play it. Power requirements can 
range from a minimum of about 15 
watts per channel to well over 100 
watts per channel. 

The Outdoor can be used safely to 
play music with the most powerful 
amplifiers and receivers designed for 
home listening. However, take 
reasonable care to prevent strong 
non-musical transients. Keep the 
volume turned down when connect- 
ing or disconnecting components, 
raising or lowering a turntable's 
tone-arm, and so on. This will help 
protect your ears as well as 
the speakers. 



If, at a given increased volume 
level, the sound becomes consis- 
tently "grainy" or "gritty," you may 
be overdriving your amplifier or 
receiver. Back off on the volume 
control until the symptoms disap- 
pear. If this output level is not loud 
enough for you, you may need a 
more powerful amplifier or receiver 
for satisfactory results. For advice 
call the store where you purchased 
the speakers. If you purchased the 
speakers directly from our phone-in 
catalog service, call a Cambridge 
SoundWorks Audio/Video Consult- 
ant, who will advise you on how 
much power would be appropriate 
for your particular system 
requirements. 
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7-Year Limited Warranty 



To the original purchaser, Cam- 
bridge SoundWorks, Inc. will war- 
rant The Outdoor series of speakers 
to be free from defects in material 
and workmanship for a period of 
seven (7) years from date of pur- 
chase. With respect to defects, 
Cambridge SoundWorks will, at its 
option, replace the product or repair 
the defect in the product with no 
charge to the original purchaser for 
parts or labor. 

This warranty does not extend to 
any defect, malfunction or failure 
caused by misuse, abuse, accident, 
faulty hookup, defective associated 
equipment or use of the speaker 
with equipment for which it is 
not intended. 

This warranty is valid only when 
the speaker is returned either to a 
Cambridge SoundWorks retail store 
or directly to the address at the right, 
freight prepaid, together with a copy 
of the original sales slip to establish 
warranty status. If you have any 
questions, please contact Cambridge 
SoundWorks. 



This is the sole and express 
warranty. This warranty is in lieu of 
all other warranties, expressed or 
implied, of merchantability, fitness 
for purpose or otherwise. In no 
event shall Cambridge SoundWorks 
be liable for incidental or conse- 
quential damages or have any 
liability with respect to defects other 
than the obligations set forth above. 

To ensure warranty coverage it is 
incumbent upon the original 
purchaser to inform Cambridge 
SoundWorks of the defect within the 
warranty period. The only accept- 
able method of establishing war- 
ranty status is a copy of the original 
proof of purchase indicating custom- 
ers name and purchase date. 

For warranty information contact: 

Cambridge SoundWorks, Inc. 
311 Needham St. 
Newton, MA 02464 

1-8 77- YES-HIFI 
(1-877-937-4434) 
www.cambridgesoundworks.com 
email: 

info@cambridgesoundworks.com 



® Cambridge SoundWorks is a registered trademark of Cambridge SoundWorks, Inc. 



Difficulty? Caution A 



If you suspect that there's a problem 
with The Outdoor speaker system, 
contact the store where it was 
purchased, or call a Cambridge 
SoundWorks Audio/Video Consult- 
ant, who will help you track down 
the problem. If together you agree 
that there is something wrong with 
The Outdoor speaker system, the 
Consultant will authorize its return 
to the Cambridge SoundWorks 
factory for service or replacement, 
and supply you with a Return 
Authorization Number. Please do not 
return The Outdoor speaker system or 
any of its components to the factory 
without prior authorization, as with- 
out a Return Authorization Number, 
unnecessary delays may result. 



These loudspeakers, as do most 
loudspeakers, contain magnetic 
material. Do not place them closer 
than 12 inches to your video moni- 
tor, or temporary discoloration of 
the picture may result. Some moni- 
tors may be more sensitive and 
require a larger minimum distance. 

Also, maintain a safe distance 
between loudspeakers and mag- 
netic storage media such as video/ 
audio tapes and computer disks. 
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